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stored for use in reclamation, including 
containment berms. 

(f) The term western coal mining oper-
ation means a surface or underground 
coal mining operation located in the 
interior western United States, west of 
the 100th meridian west longitude, in 
an arid or semiarid environment with 
an average annual precipitation of 26.0 
inches or less. 

§ 434.81 Applicability. 
(a) This subpart applies to alkaline 

mine drainage at western coal mining 
operations from reclamation areas, 
brushing and grubbing areas, topsoil 
stockpiling areas, and regraded areas. 

(b) This subpart applies to drainage 
at western coal mining operations from 
reclamation areas, brushing and grub-
bing areas, topsoil stockpiling areas, 
and regraded areas where the dis-
charge, before any treatment, meets all 
the following requirements: 

(1) pH is equal to or greater than 6.0; 
(2) Dissolved iron concentration is 

less than 10 mg/L; and 
(3) Net alkalinity is greater than 

zero. 
(c) The effluent limitations in this 

subpart apply until the appropriate 
SMCRA authority has authorized bond 
release. 

§ 434.82 Effluent limitations attainable 
by the application of the best prac-
ticable control technology currently 
available (BPT). 

Except as provided in 40 CFR 125.30 
through 125.32, the following effluent 
limitations apply to mine drainage 
from applicable areas of western coal 
mining operations: 

(a) The operator must submit a site- 
specific Sediment Control Plan to the 
permitting authority that is designed 
to prevent an increase in the average 
annual sediment yield from pre-mined, 

undisturbed conditions. The Sediment 
Control Plan must be approved by the 
permitting authority and be incor-
porated into the permit as an effluent 
limitation. The Sediment Control Plan 
must identify best management prac-
tices (BMPs) and also must describe de-
sign specifications, construction speci-
fications, maintenance schedules, cri-
teria for inspection, as well as expected 
performance and longevity of the best 
management practices. 

(b) Using watershed models, the oper-
ator must demonstrate that implemen-
tation of the Sediment Control Plan 
will result in average annual sediment 
yields that will not be greater than the 
sediment yield levels from pre-mined, 
undisturbed conditions. The operator 
must use the same watershed model 
that was, or will be, used to acquire the 
SMCRA permit. 

(c) The operator must design, imple-
ment, and maintain BMPs in the man-
ner specified in the Sediment Control 
Plan. 

§ 434.83 Effluent limitations attainable 
by application of the best available 
technology economically achievable 
(BAT). 

Except as provided in 40 CFR 125.30 
through 125.32, any existing western 
coal mining operation with drainage 
subject to this subpart must meet the 
effluent limitations in § 434.82. 

§ 434.84 Effluent limitations attainable 
by application of the best conven-
tional pollutant control technology 
(BCT). [Reserved] 

§ 434.85 New source performance 
standards (NSPS). 

Any new source western coal mining 
operation with drainage subject to this 
subpart must meet the effluent limita-
tions in § 434.82. 
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